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@® Modulations
Shadow

The perfect
pairing

Blending the best of both brands, the Autex
Acoustics x Emma Hayes collection combines
the subtle features of the New Zealand
landscape with acoustic functionality.

Comprised of eight designs inspired by the
natural environment, the range is printed onto
Cube™ and Quietspace” Panel, containing

a minimum of 80% recycled material.

For a beautiful, luxury finish, our printing
method results in unparalleled image quality
and colour reproduction that does not
adversely affect acoustic performance.



—ight unique
designs

® | akeside ® \ine ® \/eil
Daydream Charcoal Rose Features and benefits:
Combining beautiful design with high
-_-—-‘-‘-""'--\_

performance acoustic solutions
Group 1 fire classification

Safe, water-based, UV cured ink
Low VOC

Carbon neutral

Biophilic design

® Modulations ® Nebula ® Sediment . .
Shadow Mist Forest Made in Australia

Applications:

Designed for use in a range of interior spaces
Suitable for wall and ceiling applications

Available in 12 mm and 24 mm Cube and 25 mm
Quietspace Panel thicknesses

Recommended for application in non-contact
areas only

® Eos ® Eos
Shadow Blush + For full details on suitable applications, refer to

the website or contact your specification manager



Design:
Eos

Colour:
Blush

ABC panel
repeat

Standard lengths:

2400 mm
or 2700 mm

Custom lengths
available

2400 mm

finished
panel
height

1200 mm
Panel A

1200 mm
Panel B

1200 mm
Panel C

1200 mm
Panel A

panel
height



Design:
Eos

Colour:
Shadow

ABC panel
repeat

Standard lengths:
2400 mm
or 2700 mm

Custom lengths
available

finished
panel
height

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel C Panel A

2400 mm

2700 mm
finished
panel
height



Design:
Lakeside

Colour:
Daydream

AB panel repeat

Standard lengths:

2400 mm 2400 mm | 2700 mm

or 2700 mm finished finished
panel panel
height height

Custom lengths
available

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel A Panel B



Design:
Modulations

Colour:
Shadow

AB panel repeat,
non-matched

Standard lengths:
2400 mm
or 2700 mm

Custom lengths
available

2400 mm
finished

panel
height

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel A Panel B

2700 mm
finished
panel
height



Design:
Nebula

Colour:
Mist

AB panel repeat

Standard lengths:

2400 mm
or 2700 mm

Custom lengths
available

2400 mm
finished
panel
height

1200 mm
Panel A

1200 mm
Panel B

1200 mm
Panel A

1200 mm
Panel B

2700 mm
finished
panel
height



Design:
Sediment

Colour:
Forest

ABC panel
repeat
2400 mm 2700 mm

Standard lengths: E:::led ngg{ed
2400 mm height height
or 2700 mm

Custom lengths
available

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel C Panel A



Design:
Veil

Colour:
Rose

AB panel repeat
Standard lengths:
2400 mm

or 2700 mm

Custom lengths
available

' Sicoms ol 2400 mm
| ] finished

panel
height

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel A Panel B

2700 mm
finished
panel
height



Design:
Vine

Colour:
Charcoal

ABC panel
repeat

Standard lengths:
2400 mm
or 2700 mm

Custom lengths
available

2400 mm
finished
panel
height

1200 mm 1200 mm 1200 mm 1200 mm
Panel A Panel B Panel C Panel A

2700 mm
finished
panel
height
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Autex is an ISO certified organisation encompassing Quality (ISO 9001), Environmental (ISO 14001), and Health and Safety (ISO 45001). Brand names and logos are registered or unregistered trademarks

In everything we do owned or used under license by Autex Industries Limited or other members of the Autex Group. © Copyright 2024 Autex Industries Ltd. All rights reserved. It is the user’s responsibility to determine if the
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IA_IAG_LA - EH x AA Pattern Guide_Aug24_LC



